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LA SALLE DES MACHINES
insonorisée, située au centre du 
bateau, est parfaitement isolée. 
Accessible depuis le carré et la 
descente de cuisine, elle a été conçue 
pour une gestion et un entretien faciles 
des divers systèmes de propulsion et 
d’énergie du bateau.

LE POSTE AVANT peut être 
équipé d’une cabine d’équipage 
supplémentaire, avec deux couchettes 
simples, un lavabo, une douche et 
un WC.

LE DAVIER DE MOUILLAGE et 
l’ancre sont totalement rétractables 
dans le puits à chaine.

L’ANNEXE semi-rigide de 3,85 m 
se range dans le garage en moins 
d’une minute.

THE 3,85M TENDER can be stored 
in its garage in less than one minute.

THE ANCHOR ROLLER and the 
anchor retract entirely into the anchor 
locker.

THE SOUNDPROOF ENGINE 
ROOM, located amidships, is perfectly 
insulated. With access from the saloon 
and the galley’s companionway, it has 
been designed for easy management 
and maintenance of the yacht’s different 
propulsion and energy systems.

THE FOREPEAK can be converted 
into a second crew cabin, with two 
single berths, sink, shower and toilet.
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Main characteristics

Naval Architect .........................................................  Philippe Briand

Interior design ................  Jean Marc Piaton and Rafael Bonet 

DIMENSIONS

Length overall .................................................................23.17 m / 76’

L.W.L ...................................................................................21.98 m / 72’

Beam ....................................................................................  6.10 m / 20’ 

Draft - Standard ............................................................. 3.00 m / 9’8’’

Draft - Shallow ................................................................ 2.50 m / 8’2’’

Draft - Deep ...................................................................3.50 m / 11’5’’

Draft - Lifting keel .......................2,10 m - 4,00 m / 6’9’’ - 13’1’’

Air draft max (without antennas) ...................... 35,47 m / 116’4’’

Light displacement (approx.) .......................45.00 t / 99,225 lbs

Standard ballast (approx.) .............................15.00 t / 33,000 lbs

TANKAGE

Fresh water capacity .............................................1 550 l / 410 gal

Fuel capacity .............................................................2 550 l / 674 gal

MAIN ENGINE ........................ VOLVO D4 180HP @ 2,800 rpm

STANDARD MAST IN ALUMINIUM

I  ........................................................................................30.00 m / 98’4’’

J  ..........................................................................................9.06 m / 29’7’’

P  ......................................................................................29.00 m / 95’1’’

E  .........................................................................................9.60 m / 31’5’’

Mainsail (approx.)  .......................................... 160 m2 / 1,722 sq ft

Furling genoa (approx.)  ............................... 144 m2 / 1,550 sq ft

Staysail (approx.)  ..................................................79 m2 / 850 sq ft

Asymmetrical spinnaker (approx.)  ...........440 m2 / 4,736 sq ft

PERFORMANCE MAST IN CARBON

I  ..................................................................................... 31.50 m / 103’3’’

J  ..........................................................................................9.06 m / 29’7’’

P  ................................................................................... 31.00 m / 101’7’’

E  .........................................................................................9.60 m / 31’5’’

Mainsail (approx.)  .......................................... 172 m2 / 1,851 sq ft

Furling genoa (approx.)  ............................... 152 m2 / 1,636 sq ft

Staysail (approx.)  ..................................................82 m2 / 883 sq ft

Asymmetrical spinnaker (approx.)  ...........460 m2 / 4,951 sq ft

Caractéristiques  principales

Architecte naval ........................................................ Philippe Briand

Design intérieur .................. Jean Marc Piaton et Rafael Bonet 

DIMENSIONS

Longueur hors tout .................................................................. 23,17 m 

Longueur à la flottaison ........................................................ 21,98 m 

Bau .................................................................................................... 6,10 m

Tirant d’eau - Standard ............................................................3,00 m

Tirant d’eau - Court....................................................................2,50 m

Tirant d’eau - Long .....................................................................3,50 m

Tirant d’eau - Quille relevable ............................2,10 m - 4,00 m

Tirant d’air maximum (hors antenne) ................................ 35,47 m

Déplacement lège (environ) .....................................................45,00 t

Lest standard (environ) ..............................................................15,00 t

RÉSERVOIRS

Eau douce .............................................................................. 1 550 litres

Gasoil ....................................................................................... 2 550 litres

MOTEUR .................................... VOLVO D4 180HP @ 2,800 trm

GREEMENT STANDARD ALUMINIUM

I ......................................................................................................... 30,00 m

J ...........................................................................................................9,06 m

P ....................................................................................................... 29,00 m

E ...........................................................................................................9,60 m

Grand Voile (environ) ...................................................................160 m2

Genois enrouleur (environ) .......................................................144 m2

Trinquette (environ) .........................................................................79 m2

Spinnaker asymétrique (environ) ......................................... 440 m2

GREEMENT PERFORMANCE CARBONE

I ......................................................................................................... 31,50 m

J ...........................................................................................................9,06 m

P ....................................................................................................... 31,00 m

E ...........................................................................................................9,60 m

Grand Voile (environ) ...................................................................172 m2

Génois enrouleur (environ) .......................................................152 m2

Trinquette (environ) .........................................................................82 m2

Spinnaker asymétrique (environ) ......................................... 460 m2
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